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The Q-Sys Page Stations are network devices 
for use in transportation, hospitality and other 
facilities that require live paging to selected 
zones. Like all Q-Sys system components, 
functionality of the Page Stations is defined 
and configured by the system designer using 
Q-Sys Designer. Once a Q-Sys design file has 
been created, it is then deployed to a Q-Sys 
Core Processor over the Q-LAN network. 
The Page Station works in conjunction with 
the “Public Address Router”, a suite of Q-Sys 
software to provide extensive and sophisticated 
paging functionality. 

Q-Sys Page Stations provide two network 
interfaces (two gigabit Ethernet ports) 
for connection to the Q-Sys system. This 
allows the Page Stations to be connected 
to two switch ports or to be deployed on 
two separate networks to support a variety 
of redundant operation modes for mission  
critical applications. 

In addition to audio and data deliveries via 
Q-LAN, the Page Stations are designed to 
receive power from the network via PoE 
(Power over Ethernet) or from an optional 
+24V DC power supply.

The Page Stations provide a front panel user 
interface that includes a 16, 8 or 4-button 

capacitive touch keypad 
depending on the model 
selected. The keypad 
offers visible feedback 
and audible cues, yet 
there are no buttons 
or membranes to wear 
out. Paging status, 
operational detail and 
alerts are also reported via 
illuminated status indicators 
and the station’s 240 x 64 
monochrome graphics LCD. 

Depending on which model is selected, voice 
input is provided through a handheld push-to-
talk or gooseneck dynamic paging microphone. 
A unique magnetic docking system and cable 
strain relief allow flexibility in microphone 
placement when not in use yet help deter theft 
or removal of the microphone.   

The rear panel of the Page Station offers a variety 
of auxiliary audio I/O interfaces and GPIO for 
expanding the capability of the page station. 
The auxiliary audio inputs can accommodate 
accessories such as a secondary microphone 
or other audio source. This feature-set permits 
a single page station (with an optional second 
microphone) to serve, for example both the 
kiosk and the jet-way entrance of an airport 

boarding area. The page stations include an 
auxiliary output that can drive an amplifier or 
powered loudspeaker even if the page station 
looses connection to the Q-Sys core. The GPIO 
interface can be configured to use external 
events to affect paging operation or to affect 
external control systems.

The Page Station is designed with a flexible 
mounting system. The rear of the page 
station fits into a standard triple-gang U.S. 
electrical outlet box or it may be mounted 
directly to a rough cut opening in a wall 
or podium when an electrical “back box” 
solution is not required. The electrical box 
provides system designers with the option 
of pre-wiring the Page Station cabling prior to 
mounting the product. Please visit the QSC 
website for a dimensioned template before  
beginning installation.

Features

–

PS-1600 | PS-800 | PS-400 

Page Station Models
Model Microphone Type Assignable Buttons

PS-1600H PTT Handheld 16

PS-800H PTT Handheld 8

PS-400H PTT Handheld 4

PS-1600G Gooseneck 16

PS-800G Gooseneck 8

PS-400G Gooseneck 4

       Modelos de Estación de Llamada 

Modelo Tipo de Micrófono Botones Asignables 
PS-1600H PTT de Mano 16 
PS-800H PTT de Mano 8 
PS-400H PTT de Mano 4 
PS-1600G Flexo 16 
PS-800G Flexo 8 
PS-400G Flexo 4 
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The Q-Sys Page Stations are network devices 
for use in transportation, hospitality and other 
facilities that require live paging to selected 
zones. Like all Q-Sys system components, 
functionality of the Page Stations is defined 
and configured by the system designer using 
Q-Sys Designer. Once a Q-Sys design file has 
been created, it is then deployed to a Q-Sys 
Core Processor over the Q-LAN network. 
The Page Station works in conjunction with 
the “Public Address Router”, a suite of Q-Sys 
software to provide extensive and sophisticated 
paging functionality. 

Q-Sys Page Stations provide two network 
interfaces (two gigabit Ethernet ports) 
for connection to the Q-Sys system. This 
allows the Page Stations to be connected 
to two switch ports or to be deployed on 
two separate networks to support a variety 
of redundant operation modes for mission  
critical applications. 

In addition to audio and data deliveries via 
Q-LAN, the Page Stations are designed to 
receive power from the network via PoE 
(Power over Ethernet) or from an optional 
+24V DC power supply.

The Page Stations provide a front panel user 
interface that includes a 16, 8 or 4-button 

capacitive touch keypad 
depending on the model 
selected. The keypad 
offers visible feedback 
and audible cues, yet 
there are no buttons 
or membranes to wear 
out. Paging status, 
operational detail and 
alerts are also reported via 
illuminated status indicators 
and the station’s 240 x 64 
monochrome graphics LCD. 

Depending on which model is selected, voice 
input is provided through a handheld push-to-
talk or gooseneck dynamic paging microphone. 
A unique magnetic docking system and cable 
strain relief allow flexibility in microphone 
placement when not in use yet help deter theft 
or removal of the microphone.   

The rear panel of the Page Station offers a variety 
of auxiliary audio I/O interfaces and GPIO for 
expanding the capability of the page station. 
The auxiliary audio inputs can accommodate 
accessories such as a secondary microphone 
or other audio source. This feature-set permits 
a single page station (with an optional second 
microphone) to serve, for example both the 
kiosk and the jet-way entrance of an airport 

boarding area. The page stations include an 
auxiliary output that can drive an amplifier or 
powered loudspeaker even if the page station 
looses connection to the Q-Sys core. The GPIO 
interface can be configured to use external 
events to affect paging operation or to affect 
external control systems.

The Page Station is designed with a flexible 
mounting system. The rear of the page 
station fits into a standard triple-gang U.S. 
electrical outlet box or it may be mounted 
directly to a rough cut opening in a wall 
or podium when an electrical “back box” 
solution is not required. The electrical box 
provides system designers with the option 
of pre-wiring the Page Station cabling prior to 
mounting the product. Please visit the QSC 
website for a dimensioned template before  
beginning installation.

Features

–

PS-1600 | PS-800 | PS-400 

Page Station Models
Model Microphone Type Assignable Buttons

PS-1600H PTT Handheld 16

PS-800H PTT Handheld 8

PS-400H PTT Handheld 4

PS-1600G Gooseneck 16

PS-800G Gooseneck 8

PS-400G Gooseneck 4

Características 
• Teclado táctil capacitativo programable y pantalla LCD 240 x 64 

para una personalización apropiada 

• Totalmente compatible con todos los sistemas de Q-Sys. 
Simplemente, conéctelo a un sistema Q-Sys (con versión de 
software 2.0 o posterior) y todas las funciones de gestión estarán 
disponibles sin necesidad de ningún otro equipo 

• La segunda entrada de micrófono y el puerto GPIO permiten a la 
Estación de Llamada operar en dos localizaciones 

• Conexión Dual Ethernet para uso redundante 

• Puede usar Alimentación por Ethernet (PoE) o un alimentador 
externo 

• Micrófono de Mano PTT (Push To Talk) de construcción sólida 
  con soporte magnético incluido (en modelos con sufijo H) 

• Servicio Técnico Q-Sys disponible  
  24/7 – en todo el mundo 

	  

Las Estaciones de Llamada de Q-Sys son 
estaciones en red para uso en estaciones de 
transportes públicos, hospitales y otras 
instalaciones que requieran comunicación 
pública directa con determinadas zonas. 
Como todos los componentes de los 
sistemas Q-Sys, la funcionalidad de la 
Estación de Llamada se define y configura 
por medio del Diseñador Q-Sys. Una vez 
creado el archivo con el diseño, se envía al 
procesador Q-Sys Core a través de la red Q-
LAN. La Estación de Llamada funciona en 
conexión con el Router de P.A., una suite de 
software de Q-Sys que proporciona una 
detallada y sofisticada capacidad de 
gestión. 

Las Estaciones de Llamada de Q-Sys 
poseen dos puertos independientes de red 
(Gigabit Ethernet) para conectarse con el 
sistema de Q-Sys. Esto permite que las 
Estaciones de Llamada se conecten a dos 
puertos conmutables o ser enviadas a dos 
redes independientes para gestionar 
diversos modelos redundantes, útiles en 
situaciones críticas. 

Además del envío de audio y datos vía Q-
LAN, las Estaciones de Llamada están 
diseñadas para recibir alimentación de la 
red vía Alimentación por Ethernet (PoE) o 
desde un alimentador DC opcional de 
+24V. 

Las Estaciones de Llamada poseen un 
panel frontal con teclado de 16, 8 o 4 
teclas según el modelo elegido. El teclado 
ofrece avisos visuales y también avisos	  

sonoros. Pero sin la 
presencia de botones 
ni otras membranas 
que se suelten o se 
despeguen. Además, 
detalles operativos, 
estado de llamada, 
y demás alertas son 
comunicadas por los 
indicadores luminosos 
y por la pantalla LCD 
monocromo de 240 x 60. 

Dependiendo del modelo, la 
comunicación de voz se realiza por un 
micrófono de mano “pulsa-y-habla” o 
mediante un micrófono dinámico de flexo. 
Su sistema de recogida de cable y su 
soporte magnético permiten una gran 
flexibilidad en la colocación del micrófono 
cuando esta no está en uso y a su vez evita 
la sustracción o robo del mismo. 

El panel trasero de la Estación de Llamada 
ofrece una variedad de entradas y salidas 
de audio y un puerto GPIO para expandir 
las capacidades de la estación. Las 
entradas de audio auxiliares pueden 
conectar accesorios como un segundo 
micrófono u otras señales de audio. Esta 
característica permite que una única 
estación (con un segundo micrófono 
opcional) gestione al mismo tiempo el 
mostrador y la entrada al finger de 
embarque de un aeropuerto. La Estación de 
Llamada incluye una salida de audio 
auxiliar que se puede conectar a un 
amplificador o altavoz auto-amplificado 
incluso si la estación pierde conexión con 
el núcleo de Q-Sys. El puerto GPIO puede 
configurarse de manera que eventos 
externos gestionen las operaciones o para 

incluso en el caso de que la estación haya 
perdido conexión con el núcleo de Q-Sys. 
El puerto GPIO puede configurarse de 
manera que eventos externos gestionen las 
operaciones o para gestionar sistemas de 
control externos. 

La Estación de Llamada tiene un sistema 
de montaje ajustable. La trasera de la 
estación se acopla a cajas de enchufes 
eléctricos US Standard de tres bornes o 
también puede montarse directamente 
sobre un corte en una pared o meseta 
cuando no sea necesaria una solución con 
apoyo eléctrico. La caja eléctrica permite 
que los diseñadores de sistemas cableen la 
Estación de Llamada antes de proceder a 
su montaje. Por favor, consulte los planos 
de montaje en la página web de QSC antes 
de comenzar la instalación.	  
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The TSC-8 combines capacitive touch technology with a 
bright 400 nits, 800 x 600 full color LCD for state-of-the-art 
control of a Q-Sys system. Touchscreen control is the ideal 
user-interface for sophisticated systems in which control 
needs can range from a few simple parameters to recall of 
global snapshots. The TSC-8 can be used to control much 
more than just audio; a wide variety of equipment can 
be managed utilizing the Q-Sys Core’s GPIO and TCP/IP 
instruction mechanisms providing true one-touch control of 
complete systems.  

When multiple TSC-8 controllers control a single system, 
changes made from one unit will be reflected on the 
displays of others.  Creation of the custom user screens 
is accomplished within the Q-Sys environment using 
the User Control Interface (UCI) Designer which allows 
selection of any Q-Sys element to be “pulled” into the 
interface and adjusted for size and color. For applications 
in which room diagrams, corporate logos or other graphical 
elements are desired, the TSC-8 can support full-color bit-
mapped images.

The TSC-8 is offered in black (TSC-8-BK) or white 
(TSC-8-WH) and designed for easy flush-mount installation 
in a wall, lectern or similar flat surface. The back box 
(TSC-8-BX) provides a convenient location for housing the 
power and network connections. The TSC-8 provides two 
network interfaces for connection to the Q-Sys system. 
These dual ports allow the controller to be connected to two 
separate networks enabling redundant operation modes for 
mission critical applications. 

Features

"

–

TSC-8  

Preliminary Specifications

CPU          1.6 GHz Intel ATOM N270

Internal RAM 1 GB DDR2

External non-volatile memory Compact Flash drive; supports up to 32 GB of storage

Display 
   LCD 
   Luminance 
   Resolution 
   Glass overlay

 
8" 4:3 color graphics display
400 nits 
800 x 600 pixels 
Anti-glare safety glass

Front Panel Controls 
   Control surface 
   QSC logo Home Key

 
8" capacitive touch surface 
Returns display to “Home” page

Rear Panel Connectors 
   Q-Sys Network LAN A 
   DE-9
   USB type B port 
   Memory socket 
   Power cord

   
Dual RJ45 10/100/1000 Mbps  
RS-232 serial port (factory use only) 
USB 2.0 client port 
Accepts Compact Flash (up to 32 GB) 
Fixed 18 AWG cord w/ pigtails

Power Requirements +36V DC supply (included) connected to AC mains  
(90V – 220V, 47Hz – 60Hz)

Power Source +36 VDC External supply (included); Fixed 3-conductor cord, 18 AWG

Dimensions (HWD)               7.37" (18.7 cm) x 10.67" (27.1 cm) x 2.75" (7 cm)

TSC-8 Spec Sheet - 05/27/10
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Especificaciones Preliminares
Capacidad de Canales de Audio 2 entradas de linea, 1 salida de linea

Controles de Panel Frontal Teclado: Teclas táctiles capacitativas
Micrófono: PTT interruptor momentáneo (sólo modelos "H")

Indicadores del Panel Frontal Talk, Ready, Busy: LEDs Bi-color (rojo/verde) 
Botón de actividad del teclado: LEDs verdes
LCD: monitor monocromo 240 x 64

Conectores del Panel Frontal Modelos "H": conector de micrófono RJ45
Modelos "G": conector de micrófono XLR

Conectores del Panel Trasero Red Q-Sys LAN A: RJ45 1000 Mbps sólo
Red Q-Sys LAN B: RJ45 1000 Mbps sólo
Enchufe de Alimentación DC +24V: conector Euro de 2 pines
Entrada de linea: conector Euro de 3 pines
Salida de linea: conector Euro de 3 pines
GPIO: conector Euro de 6 pines

Tensión Requerida Alimentación por  Ethernet (POE)IEEE 802.3af o +24V DC

Dimensiones (A-A-F)               10.37" (26,4 cm) x 8.3" (21,1 cm) x 1.5" (3,8 cm)

Accesorios Incluídos Manual de usuario, CD de software, connector ship kit
tarjeta de garantía y uno de los siguientes: micrófono de mano PTT
(modelos "H") o micrófono de flexo (modelos "G")

Entrada de Linea

Rango Dinámico
   Unweighted 
   A-weighted  

 
> 115 dB 
> 118 dB     

Distorsión (20 Hz - 20 kHz, todas
sensibilidades)
   +4 dBu (max) 
   2 dB antes de clip

 
 
< 0.009% THD+N 
< 0.009% THD+N  

Crosstalk (20 Hz - 20 kHz) 
   Inter-canal (max) 
   Inter-canal (típico) 
   Intra-canal (max) 
   Intra-canal (típico)

 
> 75 dB 
> 90 dB 
> 85 dB 
> 100 dB

Respuesta de Frecuencia
   20 Hz - 20 kHz (max) 
   20 Hz - 20 kHz (typical)

 
± 0.5 dB
± 0.2 dB

Impedancia de Entrada
   Balanceada (nominal) 
   No balanceada (nominal)  

 
10k ohms 
10k ohms

Rechazo de Modo Común
   20 Hz - 20 kHz (max) 
   20 Hz - 20 kHz (típico)

 
> 54 dB 
> 60 dB

Sensibilidades de Entrada Vrms: 1.5, 3, 9, 18 
dBu: 5.7, 11.8, 21.3, 27.3 
dBv: 3.5, 9.5, 19.1, 25.1

Salida de Linea

Rango Dinámico
   Unweighted 
   A-weighted

 
> 112 dB 
> 115 dB

Crosstalk (20 Hz - 20 kHz) 
   Inter-canal (max) 
   Inter-canal (típicol) 
   Intra-canal (max) 
   Intra-canal (típico)

 
> 75 dB 
> 90 dB 
> 85 dB 
> 100 dB

Mute Atenuación Infinita
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Funcionalidad de Q-Sys como PA

 

 

 

 

Q‐Sys Designer (versión 2.0 y superiores) incluye el Router de 
PA, una suite de funciones de apoyo a la aplicación de P.A. La 
mayoría de estas funciones pueden ser activadas 
independientemente de que el sistema Q‐Sys incluya 
Estaciones de Llamada de QSC. Otras interfaces alternativas 
(por ejemplo, controladores táctiles) pueden ser también 
empleadas junto con micrófonos analógicos. 

Todas estas funciones son ejecutadas por el procesador Core 
del Q-Sys si necesidad de ningún hardware adicional.

La función de Llamada Local (que requiere amplificación y 
altavoces locales) permite que la estación funcione 
independientemente incluso si el núcleo y la red no 
estuviesen disponibles.

La Estación de Llamada Virtual soporta el diseño de gráficos 
personalizados o interfaces físicas de de Estación de Llamada. 
Se usa con un micrófono conectado a una entrada analógica 
y puede controlar cualquier número de presets de eventos, 
permitir que el usuario cree destinos de Grupos de Zona ad-
hoc, etc.

La Interfaz de Administración de Diseño está pensada para 
permitir que el personal gestione los cambios diarios según 
los parámetros del sistema seleccionados sin acceder al 
diseño de sistema. Funciones como el control de cambios de 
los códigos de seguridad, asignación de estaciones/zonas y la 
programación de mensajes pregrabados pueden ponerse a 
disposición del personal del recinto.

El núcleo posee un interfaz telefónico SIP-VoIP (Protocolo de 
Inicio de Sesión) para permitir que un sistema de telefonía 
basado en VoIP actúe como Estación de Llamada o para 
activar otras funciones varias. Asimismo, reproduce avisos de 
voz y otros mensajes pregrabados.

Otras funciones varias que incluye son: 

• Ruteo de Origen a Zonas 

• Priorización e Interrupción Lógica  

• Cola de Eventos Lógica  

• Llamada Retardada  

• Tonos (p. ej; campanillas) 

• Priorización de Llamada de Emergencia 

   y Lógica de Anulación

La función de Mensajería incluye la capacidad de grabar 
anuncios y disparar la reproducción de avisos pregrabados.

La seguridad multi-capa se garantiza mediante código de 
acceso. Y también incluye un sofisticado Programador de 
Eventos que se puede emplear para programar mensajes 
pregrabados o para realizar cambios en los parámetros del 
sistema a horas determinadas.




